
Technical Datasheet

Heat Shrink Insulated adhesive lined BUTT CONNECTOR

 Typ CSSV

Generel Properties:

RoHS conform

Halogen-free

Exceptional clarity for visual confi rmation of seal

Seals & protects against water, corrosive compounds, moisture & contaminants

Tough, durable heat shrink tubing resists abrasion, crimp tool damage & splitting

Pod: Copper (E-CU) - ETP

No Damage due to low shrink temperature (100°C instead of 170°C with Polyamid)

Excellent resistance against liquids (Trichlorethylene, Isopropanol, Petrol, Battery acid, Diesel, Engine oil, 

Frost protection, Brake fluid, 5% Saline solution)

Tough, durable heat shrink tubing resists abrasion, crimp tool damage & splitting

100 % wasserproof

Shrink ratio: 3:1

Mechanical Properties:

Surface smooth

Shore hardness: Shore D approx. 55 (ASTM-D 2671)

Tensile strength (IEC 60684-2 / ASTM-D 2671): 27 MPa min.

Elongation (IEC 60684-2 / ASTM-D 2671): 450%.

Longitudinal shrinkage (ASTM-D 2671): 10% max.

Specific gravity: 0.95 g/cm3 max.

Electrical Properties:

Dielectric strength (UDE0303 Part 2 / ASTM-D 2671): 30 KV/mm.

Voltage max. 600 V

Crystal clear, semi-rigid, adhesive lined tubing with integral solderless spliceconnector

Ethylen-Copolymer, modified; free of lead, cadmium, and halogen

Shrinks 40% faster than nylon, preventing wire damage

Inner adhesive bonds to plastics, rubbers & metals

Typical Applications:

• Wire to wire splicing

• Environmental protection for crimp-connections & terminals

• Automotive / trucking repair and maintenance

• Commercial, electronics & appliance wiring

• Marine electronics & fl eet maintenance



Cold bend test (4 Std. bei -55°C, ASTM-D 2671): Does not break at -55°C

Thermal ageing (168 h at 165°C): No breaking, dripping or cracking

Thermal shock (4 h at 250°C): No breaking, dripping or cracking

Combustion behaviour (FMVSS 302): Passed

Shrink temperature 100°C min.

Continuous operating temperature -55°C bis 125°C. (IEC 216)

Chemical Properties:

Corrosive action (ASTM-D 2671 Meth. A): Non-corrosive

Compatibility with copper (ASTM-D 2671 Meth. B): Non-corrosive

Resistance against chemicals (ASTM-D 2671): Good

Beständigkeit gegen Flüssigkeiten* (24 Std. bei 23°C, ASTM-D 2671): gut bis sehr gut.

Water absorption (ASTM-D 2671): 0,5% max.

* Trichlorethylene, Isopropanol, Petrol, Battery acid, Diesel, Engine oil, Frost protection, Brake fluid, 5% Saline solution.

Standards:

UL 746A - UL File # E470828

(67.001) Heat Shrink Butt Connector 1,5mm²-2,5mm² Blue with adhesive Type CSSV (100 pcs)

Wire Range: 1,5mm²-2,5mm².

AWG: 16-14.

Color: BLUE.

Tube Inner Diameter Expanded : 5,0mm.

Tube Inner Diameter Recovered: 1,8mm.

(68.001) Heat Shrink Butt Connector 4mm²-6mm² Yellow with adhesive Type CSSV (100 pcs)

Wire Range: 4mm²-6mm².

AWG: 12-10.

Color: YELLOW.

Tube Inner Diameter Expanded : 6,5mm.

Tube Inner Diameter Recovered: 2,2mm.

(65.001) Heat Shrink Butt Connector 0,1mm²-0,5mm² Clear with adhesive Type CSSV (100 pcs)

Wire Range: 0,1mm²-0,5mm².

AWG: 28-22.

Color: Clear.

Tube Inner Diameter Expanded : 3,7mm.

Tube Inner Diameter Recovered: 1,0mm.

(66.001) Heat Shrink Butt Connector 0,5mm²-1,5mm² Red with adhesive Type CSSV (100 pcs)

Storage temperature: 50°C max. 

Thermal Properties:

Wire Range: 0,5mm²-1,5mm².

AWG: 22-18.

Color: RED.

Tube Inner Diameter Expanded : 4,3mm.

Tube Inner Diameter Recovered: 1,4mm.

Meets & conforms to OEM wiring specifi cations for installation & repairs


